




3/4î

Locate Channel Threshold (9)  3/4î back from front 
edge of jamb.

A wood shim (3/8î thick x 2-1/2î wide x length of track) 
may be needed to prevent any dragging on carpet
(not provided). Cut line in carpet at mid-section of 
specified track location. Peel away carpet and cut 
padding to size of wood shim. Install wood shim using 
concrete nails or liquid-nail glue (not provided) to 
continue installation. Fold carpet back and staple on top 
of wood shim. Attach track over wood shim with #8 x 3/4î 
Pan Head Track Screws (7) .  Longer screws may be  
needed (not included) to go through the thicker carpet.

Use anchors and screws to attach track to floor.  Follow 
manufacturerís installation instructions for anchors
(not provided).

Attach track using #8 x 3/4î Pan Head Track Screws (7) .    
Note:If wall molding continues through closet opening, 
you may need to cut or remove so door will close against 
jamb.

U n  t r o z o  d e  m a d e r a  ( N o  p r o p o r c i o n a d o  
aproximadamente de 3/8î de grosor por 2-1/2î la 
longitud por lo ancho del armario) puede
ser necesitado para prevenir cualquier arrastre en la 
alfombra. Corte una lÌnea en la alfombra en la secciÛn de 
en medio de la ubicaciÛn especificada del armario. 
Remueve el material acojinado debajo de la alfombra y 
corte un trozo de madera. Clave el trozo de madera en el 
piso utilizando clavos de concreto o adhiÈrelo usando 
pegamento (No proporcionado) para continuar con la 
instalaciÛn. Doble la alfombra sobre el trozo de madera y 
aseg˙relo con grapas. Instale el armario sobre el trozo 
de madera con tornillos de cabeza plana #8 de 3/4î (7)
Tornillos mas largos podran ser necesitados para poder 
Atravesar alfombras mas gruesas.

Utilice tornillos con anclas para asegurar el canal al piso. 
Siga las  instrucciones del instalaciÛn de anclas 
No incluidos).

Nota: Si molduras de la pared contin˙an por abertura del 
armario, usted puede necesitar cortar o quitar  

Asegure canal usando tornillos de cabeza plana #8 de æ 
de pulgada (7).

Coloca el canal de fonda a 3/4î detras de la orilla 
anterior de jamba. 

5. INSTALL CHANNEL THRESHOLD

If floor is carpeted

If floor is concrete or tile

If floor is wood

Si piso es concreto o mosaico

Si piso es de madera

Si piso esta alfombrado

5. INSTALA EL CANAL DE FONDO  

CHANNEL THRESHOLD (9)

Carpet Lining (mid section)Carpet

section of Carpet Lining removed
to fit Wood Shim

Wood Shim (not included)
3/8"TH x 2-1/2"W x length of track

Concrete Nail or Liquid Nail (not included)
to adhere Wood shim to the floor

#8 x 3/4 PAN HEAD TRACK SCREWS (7)

CHANNEL
THRESHOLD (9)

#8 x 3/4 PAN HEAD
TRACK SCREWS (7)

Remove  the
side moldings

CHANNEL
THRESHOLD (9)

Anchor and screw
(not included)

Canal de Vestigio

Ancla y Tornillo
(No Incluido)

Quitar Molduras de Pared

Canal de Vestigio

Tornillos de cabeza
Plana #8 x 3/4î
para riel inferior.

Alfombra CojÏn de Alfombra

Section de CojÏn cortado
para colocar tablilla

Tablilla de Madera

Clavo para Concreto (No Incluido)
utilizado para asegurar tablillo a piso

Canal de Vestigio (9)

Tornillos de cabeza plana #8 x 3/4î (7)

Chaparral ®
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